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Safety Precautions:

Please read all instructions before installing or operating this equipment and connecting the

power supply.

Please keep the following in mind as you unpack and install the unit:

1. To prevent fire or shock hazards, do not expose this equipment to high humidity and/or dust. Do
not use in an unprotected outdoor installation nor any area classified as overly damp or wet.

2. The temperature for installation should be kept between -4°F and 140°F (-20°C and 60°C). Avoid
direct sunlight exposure or extreme temperature changes over a short period of time.

3. Do not disassemble or place the unit on an unstable base.

4. Do not drop the unit and avoid heavy impacts.

9. This unit should not be permanently installed unless proper ventilation is provided. Any
enclosure openings must not be blocked or covered as they protect the unit from overheating.

6. Before cleaning, turn off the power and unplug the unit from all connections. Use a damp cloth.
Do not use liquid cleaners or aerosol cleaners.

7. Do not overload outlets and extension cords, as this may result in a risk of fire or electric shock.
8. Never push objects of any kind, including liquids, into this unit through openings as they may
touch dangerous voltage points or short-out parts that could result in a fire or electric shock.

9. Do not attempt to open or service this unit yourself; opening or removing covers may expose you
to dangerous voltage and other hazards.

10. The unit does not contain user-serviceable parts. Contact your authorized dealer or an

authorized repair service company if it requires service.
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Introduction:

The Camplex CMX-FMC-1001 Gigabit Ethernet Fiber Converter extends a copper-based gigabit
network over fiber cable by converting 1000Base-T to 1000Base-SX/LX and features one SFP slot
and two RJ45 ports. Housed in a vented, black powder-coated steel cabinet with two LED
indicators for power (PWR] and fiber connection (FL). Compliant with IEEE802.3z & 802.3ab, CE,
FCC, and RoHS standards. SFP Not Included.

DISCLAIMER: SFPs are NOT Included. No IR support.

In the Box:

o CMX-FMC-1001
e 5V/1A Power supply

Features:

e Convert Copper 10/100/1000Base-T to Fiber 1000Base - SX/LX

e Supports MDI/MDIX Auto-Crossover

e 1 GE SFP (Small Form-Factor Pluggable) Transceiver Slot and 2 RJ45 Ports

e Compact, Black Powder-Coated Steel Cabinet

e Two LED Indicators for Power and Fiber Connection

e Compliant with [IEEE802.3z & 802.3ab Standards

e Certification: CE, FCC, and RoHS

e Compatible with MSA SFP+ SFP's

e OM3/0OM4 Multimode and Single Mode Compatible

e Supports LR (Long Reach] and SR (Short Reach) Bi-Directional SFP Transceivers as well as
Uni-Directional Transmitter/Receiver SFP Sets
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Specifications:
Data Rate 10/100/1000M
Wavelength SFP Dependent
Fiber Types OM3/0OM4 Multimode, Single Mode

Fiber Connector

LC Ports

Interface Type

SFP, RJ45 Ports

Power Consumption

<S5W

Transmission Mode

Half Duplex or Full Duplex

Transmission Distance

SFP Dependent

Dimensions

3.7x2.8x1.05inch

Camplex Tech Note: Supports OM3/0M4 Multimode and Single Mode SFPs up to 25G













